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Environmental Protection Agency § 112.10 

container subject to this subpart (ex-
cluding discharges that are the result 
of natural disasters, acts of war, or ter-
rorism) then you must, within six 
months from the time the facility be-
comes subject to this paragraph, en-
sure that all produced water containers 
subject to this subpart comply with 
§ 112.9(c)(2) and (c)(3). 

(d) Facility transfer operations, oil pro-
duction facility. (1) Periodically and 
upon a regular schedule inspect all 
aboveground valves and piping associ-
ated with transfer operations for the 
general condition of flange joints, 
valve glands and bodies, drip pans, pipe 
supports, pumping well polish rod 
stuffing boxes, bleeder and gauge 
valves, and other such items. 

(2) Inspect saltwater (oil field brine) 
disposal facilities often, particularly 
following a sudden change in atmos-
pheric temperature, to detect possible 
system upsets capable of causing a dis-
charge. 

(3) For flowlines and intra-facility 
gathering lines that are not provided 
with secondary containment in accord-
ance with § 112.7(c), unless you have 
submitted a response plan under 
§ 112.20, provide in your Plan the fol-
lowing: 

(i) An oil spill contingency plan fol-
lowing the provisions of part 109 of this 
chapter. 

(ii) A written commitment of man-
power, equipment, and materials re-
quired to expeditiously control and re-
move any quantity of oil discharged 
that might be harmful. 

(4) Prepare and implement a written 
program of flowline/intra-facility gath-
ering line maintenance. The mainte-
nance program must address your pro-
cedures to: 

(i) Ensure that flowlines and intra-fa-
cility gathering lines and associated 
valves and equipment are compatible 
with the type of production fluids, 
their potential corrosivity, volume, 
and pressure, and other conditions ex-
pected in the operational environment. 

(ii) Visually inspect and/or test 
flowlines and intra-facility gathering 
lines and associated appurtenances on 
a periodic and regular schedule for 
leaks, oil discharges, corrosion, or 
other conditions that could lead to a 

discharge as described in § 112.1(b). For 
flowlines and intra-facility gathering 
lines that are not provided with sec-
ondary containment in accordance 
with § 112.7(c), the frequency and type 
of testing must allow for the imple-
mentation of a contingency plan as de-
scribed under part 109 of this chapter. 

(iii) Take corrective action or make 
repairs to any flowlines and intra-facil-
ity gathering lines and associated ap-
purtenances as indicated by regularly 
scheduled visual inspections, tests, or 
evidence of a discharge. 

(iv) Promptly remove or initiate ac-
tions to stabilize and remediate any ac-
cumulations of oil discharges associ-
ated with flowlines, intra-facility gath-
ering lines, and associated appur-
tenances. 

[73 FR, 74304, Dec. 5, 2008, as amended at 74 
FR 58810, Nov. 13, 2009] 

§ 112.10 Spill Prevention, Control, and 
Countermeasure Plan requirements 
for onshore oil drilling and 
workover facilities. 

If you are the owner or operator of an 
onshore oil drilling and workover facil-
ity, you must: 

(a) Meet the general requirements 
listed under § 112.7, and also meet the 
specific discharge prevention and con-
tainment procedures listed under this 
section. 

(b) Position or locate mobile drilling 
or workover equipment so as to pre-
vent a discharge as described in 
§ 112.1(b). 

(c) Provide catchment basins or di-
version structures to intercept and 
contain discharges of fuel, crude oil, or 
oily drilling fluids. 

(d) Install a blowout prevention 
(BOP) assembly and well control sys-
tem before drilling below any casing 
string or during workover operations. 
The BOP assembly and well control 
system must be capable of controlling 
any well-head pressure that may be en-
countered while that BOP assembly 
and well control system are on the 
well. 
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